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"CLC110", "CLC111", & "CLC112" WIRING DIAGRAM

PROPOSED COMBINATION TRAFFIC /  LIGHTING CONTROLLERS

US 45 (LaGRANGE ROAD)

135th ST
LaGRANGE ROAD

UPS

CLC

CIRCUIT

A

C

AMPS WATTS
CIRCUIT

WATTSAMPS

B

D

960 480

TOTAL TOTAL4.0 960 2.0 480

__ __ __ __

4 2

LOAD TABULATION IS BASED ON THE FOLLOWING:

LaGRANGE ROAD

UPS

CLC

CIRCUIT

A

C

AMPS WATTS
CIRCUIT

WATTSAMPS

B

D

960 960

TOTAL TOTAL4.0 960 4.0 960

__ __ __ __

4 4

LOAD TABULATION IS BASED ON THE FOLLOWING:

131st ST

LaGRANGE ROAD

CIRCUIT

A

C

AMPS WATTS
CIRCUIT

WATTSAMPS

B

D

960 960

TOTAL TOTAL4.0 960 4.0 960

__ __ __ __

4 4

LOAD TABULATION IS BASED ON THE FOLLOWING:

HIGH SCHOOL

CARL SANDBURG

SOUTHMOOR DR

N.T.S. N.T.S.

UPS

CLC

TRAFFIC SIGNAL CONTRACTOR, WITH 5A FUSES

POLE AND FOUNDATION SUPPLIED BY THE

12'-0" MAST ARM AT 45'-0" MOUNTING HEIGHT.

WITH TYPE III DISTRIBUTION, INSTALLED ON

400W, 240V PHASE TO PHASE, HPS LUMINAIRE

PROPOSED COMBINATION POLE LIGHTING UNIT:

CONNECTION

TO SECONDARY SIDE OF UTILITY SERVICE

PROPOSED CONDUIT AND CABLE AS IDENTIFIED

CONDUCTORS AS IDENTIFIED

PROPOSED UNIT DUCT: SIZE AND QUANTITY OF

U
P
S

C
LC

DAD

WM

MAE

NONE

 

11

E-29

400W HPS LUMINAIRE: 2.0A AT 240V (PHASE TO PHASE) 400W HPS LUMINAIRE: 2.0A AT 240V (PHASE TO PHASE) 400W HPS LUMINAIRE: 2.0A AT 240V (PHASE TO PHASE)

GREEN-GROUND

BLACK-"B" PHASE

RED-"A" PHASE

COMBINATION LIGHTING SYSTEM IS AS FOLLOWS:

COLOR CODING OF CONDUCTORS FOR 120/240V, 1}, 3W

SEE DRAWING E-2 FOR ELECTRICAL GENERAL NOTES.

SEE DRAWING E-1 FOR ELECTRICAL ABBREVIATIONS.

ZR.A.2

ZR.B.1

ZR.A.1

1" UD, 4-1/C #10, 1/C #10 GND

ROADWAY LIGHTING PANEL LOAD TABLE

COMBO TRAFFIC/LIGHTING CONTROLLER "ZR"

1" UD, 4-1/C #10, 1/C #10 GND
1" UD, 4-1/C #10, 1/C #10 GND

ZQ.B.2 ZQ.A.2

ZQ.B.1ZQ.A.1

1" UD, 4-1/C #10, 1/C #10 GND

ROADWAY LIGHTING PANEL LOAD TABLE

COMBO TRAFFIC/LIGHTING CONTROLLER "ZQ"

ZP.B.2 ZP.A.2

ZP.B.1
ZP.A.1

ROADWAY LIGHTING PANEL LOAD TABLE

COMBO TRAFFIC/LIGHTING CONTROLLER "ZP"

CONTROLLER "ZR"

TRAFFIC SIGNALS/LIGHTING

PROPOSED COMBINATION

CONTROLLER "ZQ"

TRAFFIC SIGNALS/LIGHTING

PROPOSED COMBINATION

CONTROLLER "ZP"

TRAFFIC SIGNALS/LIGHTING

PROPOSED COMBINATION

1" UD, 4-1/C #10, 1/C #10 GND

120/240V, 1}, 3W

ATTACHED TO SIDE OF TRAFFIC SIGNALS CABINET

PROPOSED COMBINATION LIGHTING CONTROLLER

"ZR" WIRING DIAGRAM

PROPOSED COMBINATION TRAFFIC/LIGHTING CONTROLLER

"ZQ" WIRING DIAGRAM

PROPOSED COMBINATION TRAFFIC/LIGHTING CONTROLLER

"ZP" WIRING DIAGRAM

PROPOSED COMBINATION TRAFFIC/LIGHTING CONTROLLER


